
MOR  POLYRAD  XT-125 IEEE 1580 Type P® ®

 

 

 Multi-Conductor Cable 600V

Product Construction:
 

Options: 
 

Other constructions available upon request.

Insulation:PolyradXT-125Irradiated Cross-Linked Polyolefin (XLPO). Temperature rated @ 
125°C for long life, higher ampacities and protection from thermal overloads.
Cable Core: Individual conductors are cabled with fillers when required
Sheath: Black Irradiated Cross-Linked Chlorosulfonated Polyethylene. Enhanced Mud Oil 
Resistant (MOR) system.
Print: (Including but not limited to)
MOR  POLYRAD  XT-125 (UL) E85994 BR782 110C XX/C XXAWG OR ® ®

TC-ER  XHHW OR (CSA) 245/1309 FT4 – 40C SR 600/1000V OR 600V RW90 1

XLPE TC  OR IEC 1KV 60332.3A IEEE 1580 TYPE P OR (ETL) 109229 YEAR 2

OF MFG SEQUENTIAL FOOTAGE MARK
 1  
2 

-ER for3conductorsormore, unarmored
CSA Listing-600VRW90XLPE TCfor14AWGandlarger,unarmored multi-conductor

MOR  Polyrad  XT-125® ®

 

Size
No. of

Conds. Strand Texcan Part 
No.

Inches 

Insulation
Thickness

Inches mm

Cable Diameter Net Weight

KG/
KM 95°C 100°C 110°C

Ampacities 
45° Ambient-Single Banked

125°C

Multi-Conductor Cable 600V 

Overall Shielded Multi-Conductor (Aluminum/Polymer Tape with Tinned Copper Drain Wire) T-7578 
18  4 19/30      16-669870 0.030 0.395 93 138 9 10 1110.03 -

MRO Part #: 16-669870
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