P6C-16GBK-CATSE

COMPONENT #1 CATAGORY 5E CABLE

NUMBER OF PAIRS: 4

AWG: 26 (7/34) TINNED COPPER {.019")

IMSULATION: .010" POLYOLEFIN

PRIMARY O.D.: .039" +/- 002"

COLOR CODE: WHITE/BLUE-BLUE
WHITE/ORANGE-ORAMGE
WHITE/GREEMN-GREEM
WHITE/BEROWN-BROWN
SEPARATOR: CLEAR MYLAR

DRAIN WIRE: 26 (7/34) TINMNED PLATED COFPER

SHIELD: ALUMINUM/MYLAR (FOIL IN)

JACKET: .024" NOMIMAL WALL PVC

JACKET COLOR: BLUE

FINISHED O.D.: .222" NOMIMNAL

COMPONENTS #2
NUMBER OF CONDUCTORS: &
AWG /STRAND: 15 (26/30) TINMED PLATED COPPER [.057" MOM.)
PRIMARY INSULATION: .012" NOMIMAL WALL POLYPROPYLEME
PRIMARY O.D.: .080" +/-.002"
COLOR CODE: ORANGE, RED, BROWN, BLACK, WHITE, BLUE

PLANETARY CABLED: 4.5" LEFT HAND LAY (348" MOMIMAL)
FILLERS: FIBULATED POLYPROPYLEME
DRAIN WIRE: 16 (26/30) TINMED PLATED COPPER
SHIELD: OVERALL ALUMINUM/MYALR (FOIL IN)
JACKET: .045" NOMINAL WALL POLYURETHANE {SEMI-PRESSURE FOR
ROUMNDMESS)
JACKET COLOR: GLOSSY BLACK
FINISHED O.D.: .440" +/-.020"
JACKET PRINTED: P&C-16GEBK-CATSE CE ... ROHS .., 300 WV
WWW MROELECTRONICS, COM
BEMDING RADIUS: 4.00" MINIMUM

0.440 IN
0,02 IN

PART NO:

STATIC TEMPERATURE RATING: -40°C TO +80°C PEC-16GBK-CATSE

DRAWING NO/REV#: 001

DESCRIPTION:

CBL 16A 6C + CAT5e BLK PU
JK ROHS 0.440

REVISION SIZE SHEET
no. 1 or 1
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