
Feature Specification

Part Number P7P-28GBK

Cable Type 7-pair Signal/Control Cable

Conductor Size 28 AWG

Conductor Material Stranded copper

Number of Conductors 14

Jacket Color Polyurethane

Voltage Rating 30V

Temperature Rating -40°C to +80°C

Shielding Double Spiral Shield + Foil

Application Signal, control, and low-power wiring

Industries Electronics, telecom, aerospace, defense, medical devices, industrial automation
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14x28 AWG (7 Pairs) shielded cable
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SUB ASSEMBLY A 
B. ALUMINUM MYLAR SHIELD 
C. DOUBLE SPIRAL SERVE SHIELD (90% MINIMUM) 
D. TISSUE PAPER SEPARATOR 
E. 30 MIL MINIMUM AVERAGE PRESSURE POLYURETHAN JACKET
24 MIL MINIMUM PRESSURED POLYURETHANE JACKET COLOR
BLACK 80°C 30V 

CABLE IS NOT UL OR CSA RECOGNIZED 

SUB ASSEMBLY A 
A1. 28 AWG 19X40TC UNILAY OD
.0147±.0004" 
A2. 6 MIL MINIMUM AVERAGE
POLYPROPYLENE INSULATION 5
MIL MINIMUM POLYPROPYLENE
INSULATION OD .029±.002" 80°C
30V
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