
20 AWG

STRANDED 19 X 0.0071

BC - BARE COPPER

SOLID POLYETHELENE DIELECTRIC

1

95% TINNED COPPER SHIELD

50 OHMS

95% BRAIDED BARE COPPER

66

PVC POLYVINYL CHLORIDE NON-CONTAMINATING

0.115

0.195

300

-20ºC to +75ºC

32 LBS/300M

YES

YES

FT4

YES

SPEC CRITERIA

AWG

STRANDING

CONDUCTOR

INSULATION

NUMBER OF 
CONDUCTORS

BRAID COVERAGE

IMPEDANCE

FIRST SHIELD

NOM. % VEL. OF . PROP

JACKET TYPE

JACKET WALL 
THICKNESS

NOM. CABLE OD:

VOLTAGE

TEMPERATURE

WEIGHT

CSA

UL

FLAME TEST

RoHS

50 - 3.1 db-Mhz/100'

100 - 5.3 db-MHz/100'  
200 - 8.2 db-MHz/100'  
500 - 12.6 db-MHz/100'  
900 - 20.0 db-MHz/100'

SPECIFICATION

MRO PART NUMBER
RG 58C/U 20 Stranded Copper Conductor 95% TINNED COPPER BRAID RG58C/U PVC Jacket FT-4

ATTENUATION
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