P26C-18GBK

TEGHNIGAL PARAMETERS

CONDUCTOR INSULATION e

SPECIFICAT ION (ANG) 18
A CONDUCTOR [MATERTAL TINKED STRANDED COPPER
LUM I \] I M CONFIGLURATTON (mem) T516/0. 254 £0. 008
AVG. THICK (mem) 0.39
MIN. THICK (mm) 0.33
VER DIAMETER () 2,020, 10
PP (ReHS)

(1)

FILLER 105550 %4 P05 COTTON ROFE
ASSEMBLY  [oRaIN wire = TSI6/0. 254 £0. 008
DRA I N WI RE ALUMISM ONE SIDE ALUMINUM
AVE;. THICK o) 050
[N, THICE, [r=] 0.72
12.220.70

JACKET VER DIAMETER (men)
FI LLER MATERIAL

MAYETHER POLYURETHANE
THUSSA (NON-FR)  (ROHS)

[coL0R BLACK
INSUL AT I ON — RATED TEMPERATURE () 0
ELECTRICAL [RATED VOLTAGE [ 300

CAPABTLITY [oonm, RESISTANCE (0 /KMPOT) 23,2

INSU. RESISTANCE (MR /KM20'C) 100

JACKET

1. BROWN, 2. RED, 3. ORANGE, 4. YELLOW, 5. GREEN, 6. BLUE, 7. PURPLE, 8. GRAY, 9. WHITE. 10. PINK,
11. ORANGE/GREEN. 12. BLACK, 13. WHITE/ORANGE, 14. WHITE/PURPLE, 15. WHITE/YELLOW,
16. WHITE/BLACK, 17. WHITE/BLUE, 18. WHITE/GREEN, 19. WHITE/RED, 20. WHITE/GRAY,
21. WHITE/BROWN, 22. WHITE/PINK, 23. ORANGE/BLUE, 24. ORANGE/PURPLE,
25. ORANCE/YELLOW, 26. ORANGE/BLACK

Feature Specification

Part Number P26C-18GBK

Cable Type Multi-conductor outdoor cable

Number of Conductors 26

Wire Gauge 18 AWG

Conductor Material Tinned copper (standard for outdoor multi-wire)
Shielding Foil shield with 18 AWG drain conductor
Jacket Material Polyurethane, black

Environmental Rating Outdoor / rugged mechanical use (PU jacket)
Key Advantages High conductor count, durable jacket, shielded
Typical Use Cases Sensor networks, control panels, instrumentation

PART HO: P26C-18GBK

DRAWING NO/REV#: 001

DESCRIPTION:

18 AWG multi-conductor
outdoor cable

REVISION SIZE | SHEET
no. 1 oe 1
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