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ITEM| SPECIFICATIONS
A | 16 AWG 26x30 TG STRANDING
OO 058+- DT

B. | 15 MLS PUC INSULATION

13 MILS MM PV INSULATION

0D 092+ 00 AWM STYLE 1728

C. | 18 AWG 1530 TC DRAIN WIRE

D. | ALUMNUMWPOLYESTER FOIL SHIELD (FOIL IN)

E. | 30 M5 PRESSURED POLYURETHANE JACKET
24 MILS MIN. PUR JACKET, BLACK

F. | 34 AWG STAINLESS STEEL OVERBRAID

(5% COVERAGE)

G. | 60 MIL5 PRESSURED POLYURETHANE JACKET
55 MILS MIN. PUR JACKET

JACKET COLOR: BLACK, MATTE FINESH

UL RECOGNLTED AWM STYLE & CSA CERTIFIED
ROHS COMPLIANT MATERIALS TO EU DIRECTIVE
201BSEY

Feature

Part Number

Cable Type

Conductor Size

Specification

P2C-16GSSBK

Shielded power / control cable

16 AWG stranded copper

Jacket Black Polyurethane

Insulation PVC

Shielding Foil with Stainless Steel Overbraid

Application Power and signal with interference protection

Temperature Rating -40°C to +80°C

Agency Approvals UL Recognized, CSA Certified, RoHS Compliant

Industries Industrial control, audio/visual, telecom, test & measurement, automotive
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