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Electronic Supply Ltd

P1P-18GBK-RB

POLY TPU JKT 2 COND 18 AWG R-B

ITEM| SPECS.
A. | 18 AWG 16X30TC BUNCHED
A OD .049+.003”
B. | 15 MIL POLYETHYLENE INSULATION
B. 13 MIL MINIMUM POLYETHYLENE INSULATION
C 0D .079%£.002" AWM #1973
D. C. | ALUMINUM MYLAR SHIELD
) D. | 20 AWG 7X.0121"TC DRAIN
.170+£.005” E
: E. | TISSUE PAPER SEPARATOR
F' F. | 35 MIL PRESSURED POLYURETHANE
30 MIL MINIMUM PRESSURED POLYURETHANE
COLOR BLACK
CABLE IS UL AND CSA RECOGNIZED
ELECTRICAL REQUIREMENTS:
NONE SPECIFIED
.245+.005”
MECHANICAL REQUIREMENTS:
Operating temperature range —50C to 80C.
WHITE INK PRINTED LEGEND TO READ: Cable is UV resistant.
P1P—-18GBK—RB RU AWM E54661 80C 300V CSA AWM LL54185 |/l A/B 80C 300V FT1 Cable RoHS Compliant.
Cable is water resistant.
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