SPECIFICATIONS:
CONDUCTORS:

INSULATION:

NOMINAL DIAMETER OVER INSULATION:

BINDER:

ASSEMBLY:

JACKET:

COLOR:
NOMINAL O.D.:
SURFACE PRINT:

COLOR CODE:

ROHS COMPLIANT:
OPERATING TEMPERATURE:
PUT-UPS:

(2) 14 AWG STRANDED (41/30) TINNED
COPPER CONDUCTORS.
16.5 MILS NOMINAL OF PVC.

.110" +/-.002"

CLEAR POLYESTER TAPE HELICALLY
APPLIED OVER THE CABLE CORE.

(2) 14 AWG CONDUCTORS ARE TWISTED
TOGETHER WITH A 3.25” L-H-L. AND
WRAPPED WITH AN OVERALL CLEAR

POLYESTER TAPE.

31.5 MILS OF GLOSSY POLYURETHANE.
PRESSURE EXTRUDED JACKET WITH
TISSUE PAPER SEPARATOR BETWEEN
JACKET AND THE CABLE CORE.

BLACK
.285" +/- .005"
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P2C-14GBKGLOSS"
BLACK, RED

YES

-40°C TO 80°C

1,000' +/- 10% FEET ON
NON-RETURNABLE WOOD REELS

PART NO:

P2C-14GBKGLOSS

DESCRIPTION:

CBL 114G 2C NO SHD
BLK PU SHINY JKT 0.285

REVISION SIZE SHEET
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THIS INFORMATION IS CONFIDENTIAL AND
DISCLOSED TO YOU ON CONDITION THAT NO
FURTHER DISCLOSURE IS MADE WITHOUT
AUTHORIZATION FROM MRO

El

Electronic Supply Ltd
lectronic Parts Sales and Custom Cable Manufacturin:
2240 Pegasus Rd NE, Calgary, AB T2E 8G8

Ph: 403-291-0501 Fx: 403-291-0530 Toll Free: 1-800-882-9301
www.mroelectronics.com
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