P3C20-1CAT6SS-NQ

CONDUCTOR: 26 AWG 7/34 STRANDED TINNED COPPER

1) CONSTRUCTION:
GROUP | (CAT 6 CABLE)

INSULATION:
PAIRS:
CABLE:

POLYOLEFIN, .009" NOM. WALL THICKNESS
COLOR CODED SINGLES TWISTED INTO PAIRS
{4) TWISTED PAIRS TWISTED TOGETHER WITH A CENTRAL SPLINE AND

WRAPPED WITH A CLEAR POLYESTER BINDER TO FORM A CABLE CORE.

SHIELD:

AN ALUMINIZED POLYESTER FOIL SHIELD (FOIL IN) WITH A 26 AWG

TINNED COPPER DRAIN WIRE IN CONTACT WITH METALIZED SURFACE
(100% COVERAGE) SHALL BE APPLIED QVER THE CABLE CORE.

JACKET:

GROUP Il (SINGLES)

POLYVINYLCHLORIDE, BLACK, .024" NOM. WALL THICKNESS

CONDUCTOR: 20 AWG 10/30 STRANDED TINNED COPPER

INSULATION:

CABLE:
CORE.

JACKET:

2) PHYSICAL PROPERTIES:
TEMPERATURE RATING, MAX.
WT .MM, NOM., NET.

3) ELECTRICAL CHARACTERISTICS:
SEE PAGE 2

4) AGENCY APPROVALS:

5) APPLICATION:
RoHS COMPLIANT MATERIALS.

6) PRINT:
(GRP | CABLE, WHITE INK):

POLYVINYLCHLORIDE, .021" NOM. WALL THICKNESS

(1) GROUP | JACKETED CABLE AND (3) GROUP Il SINGLES CABLED WITH FILLERS
AND WRAPPED WITH AN OVERALL CLEAR POLYESTER BINDER TO FORM A CABLE

POLYURETHANE, BLACK, .030" NOM. WALL THICKNESS

OVERALL CABLE DIAMETER

60 °C
68.6 LBS.

NOM. DIA.
019"
.03g"
072"
205"

.208"
235"

037"
079"

g24"

384"

QUABBIN DATAMAX 6 F/UTP 100 OHM PATCH CORD P/N 2930R — TYPE CM (UL) C(UL) CMG 4 PR 26 AWG SHIELDED 75C

- RoHS — (LOT DESIGNATOR) (SEQUENTIAL FOOTAGE)

(OVERALL CABLE, WHITE INK):

P/N 11013 — RoHS - (LOT DESIGNATOR) (SEQUENTIAL FOOTAGE)

7) COLOR CODE:
GRP | PAIRS
1. BLUE X 2. WHITE/BLUE
3. ORANGE X 4. WHITE/ORANGE
5. GREEN X 6. WHITE/GREEN
7. BROWN X 8. WHITE/BROWN

GRP Il SINGLES
9. BLACK

10. RED

11. YELLOW

8) PACKAGING:
TO BE PACKAGED AS PER QWC'S
STANDARD PACKAGING

JACKET
GRP | DRAIN

GRP | SHIELD

GRF | BINDER
GRP | SPLINE

GRF | PAIR
GRP | JACKET
FILLER

GRP Il CONDUCTOR
GRP Il INSULATION

DESCRIPTION

BINDER
PARTNO:  P3C20-1CAT6SS-NQ
DRAWING NO/REV#: OO‘]
DESCRIPTION: .
11/C Composite: 4 PR 26 AWG,
Manufacturing yourely on
3/C 20 AWG, PE/PVC/PUR WW\glm roellgctrocnic%.com
algary, Alberta, Canada
— P P, e 1-800-882-9301  403-291-0501
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| I CONDITION THAT NO FURTHER DISCLOSURE S MADE WITHOUT Custom Cable Manufacturing & Electronic Parts Sales
[orRn|  DaTE AUTHORIZATION FROM MRO




3) ELECTRICAL CHARACTERISTICS:
GRP I (CAT 6 CABLE): (FOR 100m OF CABLE)

CAPACITANCE, MUTUAL 13.5 PF/FT. AT 1 MHZ
DIELECTRIC WITHSTANDING, MIN 1500V RMS

VOLTAGE RATING, MAX. Joov

D.C. RESISTANCE, MAX. 14.0 0

IMPEDANCE 100 £ 15 2 1-250 MHZ
IMPEDANCE, SMOOTHED 100210 Q TYPICAL 5- 250 MHZ
SRL 23 DB 1-20 MHZ

23 - 10 LOG(F/20) 20-250 MHZ

RETURN LOSS 1-10MHZ 20+ 5LOG (F) DB MIN
10-20MHZ  25DB MIN
20-250 MHZ ~ 25- 8.6 LOG(F/20) DB MIN
PS NEXT 1-250 MHZ ~ 42.3- 15 LOG (F/100) MIN
NEXT 1-250 MHZ  44.3- 15 LOG (F/100) MIN
PS ELFEXT 1-250 MHZ ~ 24.8 - 20 LOG(F/100) MIN
ELFEXT 1-250MHZ ~ 27.8 - 20 LOG(F/100) MIN
INSERTION LOSS 1-250 MHZ ~ 1.5[1.808 SQRT(F) +.017(F) +.2/SQRT(F)|TYPICAL
1.53[1.808 SQRT(F) +.017(F) +.2/SQRT(F)]MAX
DELAY 1-250 MHZ 534 + 36/SQRT(F)
DELAY SKEW 1-250 MHZ ~ <25NS
VELOCITY OF PROPAGATION 68%
NOTE: ALL TESTING IS CONDUCTED OFF THE REEL.
GRP Il (SINGLES);
CAPACITANCE, MUTUAL, NOM. 29 PFIFT. AT 1 MHZ
D.C. RESISTANCE, MAX. ASTM B286 11.8 Q/1000°
DIELECTRIC WITHSTANDING, MIN 1500V RMS
VOLTAGE RATING, MAX. 300V

|PﬁRT No:  P3C20-1CAT6SS-NQ

DRAWING NO/REV#: 001

DESCRIPTION:

11/C Composite: 4 PR 26 AWG,

3/C 20 AWG, PE/PVC/PUR
SIZE

REVISION SHEET
AR NO. OF

THIS INFORMATION 1S CONFIDENTIAL AND DISCLOSED TO YOU ON
COMDITION THAT NO FURTHER DISCLOSURE S MADE WITHOUT

DESCRIPTION

|orn| DaTe

AUTHORZATICN FROM MRO

Manufacturing )mumr!r on
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Calgary, Alberta, Canada
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