Manufacturing you rely on

DESCRIPTION: 18/4 AWM 20233 80C 300V UNITS: IN_[SCALE: 12:1TEM[SPECIFICATIONS
MRO Part #: PAC-18GBK A |18 GAUGE 16x.010TC
APPR BY: NN_|REVD BY: AM
. . — | 15 MIL POLYPROPYLENE INSULATION
DRAWN BY: DATE: 11/2012009 | REV: D 13 MIL MIN POLYPROPYLENE INSULATION
CORE DIMENSIONS FOR INTERNAL USE ONLY B8 | OD: 079+ 002"  PER AWM 10152

C | CLEAR MYLAR TAPE WRAP
18 GAUGE 16x.010TC DRAIN WIRE
D | ALUMINUM MYLAR SHIELD (FOIL IN)

30 MIL PRESSURED TPU JACKET 80C 300V
24 MIL MIN TPU JACKETBLACK JACKET

UL RECOGNIZED & CSA CERTIFIED

ROHS3 DIRECTIVE (EU) 2015/863 TO AMEND
F | ANNEX II TO EU ROHS 2, 2011/65/EU WITH NO
EXEMPTIONS

©®.210£.005

©.275+.005

ISOMETRIC VIEW
FOR REFERENCE ONLY

LEGEND SPECIFICATIONS - WHITE INK PRINT

OSCEOLA: P4C-18GBK RU AWM E54661 80C 300V CSA AWM LL54185 /Il A/B 80C 300V FT1

SANTA TERESA: N/A SHEET 1 OF 2




Manufacturing you rely on

DESCRIPTION: 18/4 AWM 20233 80C 300V

UNITS: IN | SCALE: 60:1

ELECTRICAL REQUIREMENTS

MRO Part #: PAC-18GBK

APPR BY: NN
DRAWN BY: DATE: 11/20/2009 | REV: D
CHANGED TPU JACKET; ADDED MECHANICAL
REQUIREMENTS; UPDATE TO CURRENT DWG FORMAT D N/A 6/17/21 DPL
UPDATE TO SW FORMAT; CHANGE INSULATION
COMPOUND FROM CMPP-080-003 TO CMPP-080-006 10078 2/4120 KGL
CORRECTED CORE OD FROM .195" 2/1/13 KJR
INITIAL RELEASE A - 11/20/09 KJR
REVISION RECORD REV. |[ECRNO REV DATE APR

REVISIONS

NONE SPECIFIED

MECHANICAL REQUIREMENTS

OPERATING TEMPERATURE -40C TO 80C

CABLE JACKET IS UV RESISTANT

1000' PUT UPS WITH TWO LENGTHS PER REEL

MAXIMUM ON 16" WOOD REEL

SHEET 2 OF 2
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