CUSTOMER: MRO ELECTRONICS

CUSTOMER P/N: P4PT22P1PT-18GBU
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ELECTRICAL REQUIREMENTS:
NONE SPECIFIED

MECHANICAL REQUIREMENTS:
NONE SPECIFIED

CORE DIMENSIONS FOR INTERNAL USE ONLY

CONDUCTOR COLORS:
PR 1: BLACK, RED

PR 2 BLACK. BROWN

PR 3: RED. ORANGE

PR 4: YELLOW, GREEN

PR 5: BLUE. VIOLET
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SUB ASSEMBLY Il 22 AWG PAIR

OPAQUE MYLAR WRAP

20% MIN. OVERLAP 100% COVERAGE

60 MILS PRESSURED TPU JACKET 80C 300V
48 MILS MIN. BLUE POLYURETHANE JACKET
GLOSSY JACKET FINISH

CABLE IS NOT UL OR CSA APPROVED
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UB ASSEMBLY 1 18 AWG PAIR

F. | 18 GAUGE 19x30TC UNILAY

0.D. 050+.003"

G, | 9MILS POLYPROPYLENE INSULATION 80C 300V

7 MILS MIN. POLYPROPYLENE INSULATION
0.D. .070+.002" 7

-140+.005"
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SUB ASSEMBLY Il 22 AWG PAIR

H

22 GAUGE 7x.0096TC CONCENTRIC

0.D. .029+.001"

9 MILS POLYPROPYLENE INSULATION 80C 300V
7 MILS MIN. POLYPROPYLENE INSULATION
0.D. .050+.002" .

-100+.005"

WAS CLEAR MYLAR

/2509 pPL

ADDED GLOSS FINISH COMMENT

211109 DPL

INITIAL RELEASE

211009 DPL
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