DESC: 18/6 AWM 20234 80C 600V FT1 UNITS:IN | SCALE:12:1 |ITEM SPECIFICATIONS
MRO ELECTRONIC SUPPLY DWG NO: 49136-1 A | 18 AWG 16x30 TC
P/N: P6C-18GBK DATE: 3/24/2014 | REV: B OD: .049+.003"

CORE DIMENSIONS FOR INTERNAL USE ONLY B. | 15MILS PE INSULATION
13 MILS MIN PE INSULATION

OD: .079+.002" UL AWM 10239
C. ' FLAME RETARDENT POLY FILLER DOWN CENTER

D. | CLEAR POLYESTER MYLAR BINDER

18 AWG 16x30 TC DRAIN WIRE
OD: .049+.003"
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F. | ALUMINUM FOIL SHIELD (FOIL IN)

m
©

45 MILS PRESSURED POLYURETHANE JACKET
36 MILS MIN PRESSURED POLYURETHANE

F. JACKET

JACKET COLOR: BLACK

(¥ .255+.005 G. UL RECOGNIZED AWM STYLE & CSA CERTIFIED
ROHS COMPLIANT MATERIALS TO EU DIRECTIVE
2011/65/EU
Y
~ @ .345+.005 -
ISOMETRIC VIEW
FOR REFERENCE ONLY
Electronic Supply Ltd

LEGEND SPECIFICATIONS: WHITE INK PRINT
P6C-18GBK  RU AWM E54661 80C 600V CSA AWM LL54185 I/1l A/B 80C 600V FT1
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