
 

RG Series MIL-C-17 Coaxial Cable

Type: RG316D

Specification No.: RG316D-012

Construction Specificatioion 

Electrical Characteristics/

Mechanical and Environmental Characteristics/

Attenuation @ 20℃ and Sea Level/ 20℃

Item/ Material/ Diameter/ (mm)

1 . Inner conductor/ Silver plated copper clad steel/ 7×(0.175±0.005)

2 . Dielectric/ PTFE/ 1.52±0.05

3 . Outer conductor/ Silver plated copper braid/ (90%) ---

4 . Outer conductor/ Silver plated copper braid/ (90%) Nom. 2.40

5 . Jacket/ FEP(brown)/ 2.90±0.10

Capacitance/ (pF/m) Nom. 96

Impedance/ (ohm) 50

Velocity/ (%) 70

Max. operating voltage/ (kVrms) 0.9

Max. operating frequency/ GHz 3.0

Shielding effectiveness / (dB) 80

VSWR/ 5-3000MHz) ≤1.2

Operating temp./ (℃) -55 to 200

Min. bending radius static/ (mm) 13

RoHS/RoHS Compliant/

Frequency(MHz)  Attenuation(dB/m)

100  0.362

400  0.631

1000  0.956

3000  1.762
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