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DRNREV NO. DATEDESCRIPTION

P12C-24GBK

12/C (6 PR) 24 AWG PE/PUR SHIELDED CABLE

1.0 A 1 1

1.0 INITIAL RELEASE AL 08-20-25

1) CONSTRUCTION:
CONDUCTOR: 24 AWG 7/32 STRANDED
                         TINNED COPPER
INSULATION:   HIGH DENSITY
                         POLYETHYLENE,
                         .010" NOM. WALL
                          THICKNESS
PAIRS: COLOR CODED SINGLES

TWISTED INTO PAIRS
CABLE:

SHIELDS:

(6) TWISTED PAIRS
TWISTED TOGETHER TO
FORM A CABLE CORE.
AN ALUMINIZED
POLYESTER FOIL SHIELD
(FOIL OUT, 100% COVERAGE)
SHALL BE APPLIED OVER
THE CABLE CORE AND
SHALL CONTAIN A 24 AWG
STRANDED TINNED COPPER
DRAIN WIRE IN CONTACT
WITH THE METALIZED
SURFACE. A SECOND
SHIELD OF 36 AWG TINNED
COPPER BRAID (65%
COVERAGE) SHALL BE
APPLIED OVER THE FOIL
SHIELD.

JACKET: POLYURETHANE, BLACK,
.021" NOM. WALL
THICKNESS (PRESSURE)
OVERALL CABLE
DIAMETER

2) PHYSICAL PROPERTIES:
TEMPERATURE RATING, MAX.
TEMPERATURE RATING, MIN.
WT./M', NOM., NET.

3) ELECTRICAL CHARACTERISTICS:
CAPACITANCE, MUTUAL, NOM.
CAPACITANCE, GROUNDED, NOM.
DIELECTRIC WITHSTANDING, MIN.
VOLTAGE RATING, MAX.
D.C. RESISTANCE, MAX. PER
ASTM B286

4) AGENCY APPROVALS:
EU CE MARK: MEETS EU DIRECTIVE
2011/65/EU (RoHS II)

5) APPLICATION:
6) PRINT: (WHITE INK)

P12C-24GBK 6PR 24 AWG SHIELDED --      RoHS
-- (LOT DESIGNATOR)

7) COLOR CODE:
1. BLACK X RED
2. WHITE X GRAY
3. VIOLET X BLUE
4. GREEN X YELLOW
5. ORANGE X GREEN/WHITE
6. BROWN X PINK

JACKET

DRAIN
22

BRAID

SHIELD

PAIR
55 44

66

11

33

NOM. DIA.

.024"

.044" ± .001"

.088"

.213"

.242"

.284" ± .010"
(BY PI TAPE)

75°C
-40°C
46.4 LBS.

17 PF/FT.
32 PF/FT.
900V RMS
30V
26.2 Ω/1000'
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