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Construction Specification 

 Material Diameter(mm) 
1. Inner Conductor Stranded BC 7/0.28±0.01 
2. Dielectric Physical Foam Polyethylene 3.81±0.10 

3. Outer Conductor Bonded Aluminum Foil + Tinned Copper 
Braid(16*8/0.127TC H=25.8+/-2MM) Nom. 4.52 

4. Jacket Black polyurethane (TPU smooth black finish) 6.10±0.13 
5.printing words on cable  FLL240SFPU-75  

 
 
Electrical Characteristics                            Mechanical and Environmental Characteristics 

Capacitance(pF/ft) 54+/-1  Operating Temp.( ℃) -40to+85 
Impedance(ohm) 75+/-3  Bending Radius once (mm) 100 

Dielectric resistance ≥5000MΩ·km  Repeated bending radius 
(mm) 120 

Dielectric strength 2.0kv    
Max .Operating Frequency(MHz) 3000    
Max.Operating Voltage (Kv) 1.5    

 
 
Attenuation and Avg. Power(20℃) 

Frequency(MHz) Typical Attenuation 
(dB/100m) Frequency(MHz) Typical Attenuation 

(dB/100m) 
30 6.2 1500 46.4 
50 8.2 1800 52.0 
150 14.4 2000 54.2 
220 17.2 2500 60.7 
450 25.0 3000 69.0 
900 35.7   

 


